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Lancia antincendio a getto multiplo con corpo ed ugello in ottone, 
guarnizione in gomma s intetica, cono in MOP LE N antiurto con 
rivestimento anti-scivolamento. F unzionamento tramite una 
valvola a s fera dotata di dispos itivo che produce un largo getto di 
acqua frazionata.
La lancia è insens ibile alla presenza di corpi estranei in quanto 
viene lavata automaticamente.
In pos izione di getto pieno è garantito un passaggio laminare e 
omogeneo.

S P E C IF IC A T IONS

Multipurpose branchpipe  with body in copper alloy and tip in 
brass  alloy, gasket in synthetic rubber, pipe in reinforced 
MOP LE N with anti-skid finishing. T he operation is  controlled by a 
s top valve with spray generator producing a large and continuous  
jet which exceeds  by far the range prescribed by standard 
regulations . In full spray pos ition the spray device is  constantly 
cleaned by the water flow. T herefore, the branchpipe is  absolutely 
insens itive against dirt and is  cleaned automatically.
In full spray pos ition a smooth non turbolent flow of water is  
guaranteed.

R E G UL A T IONS

Lever device allows to pass , 
beginning from stop pos ition, 
to s traight or fog jet.

R E G OL A ZIONI

Il dispos itivo a leva permette 
di passare, partendo dalla 
pos izione di arresto, al getto 
pieno o al getto frazionato.

Materiale / MaterialDenominazione / Denomination

Ottone / C opper Alloy

Ottone / C opper Alloy

Moplen / Moplen

P oliammide / P olyamide

C orpo / B ody

B occhello / T ip

C ono / P ipe

V alvola / V alve

0,2      0,4       0,6

227     321     393

219     310     380

160

155

0,2       0,4      0,6

18        20       22

10        11       12

P ress ione / P ressure P  = MP a

G etto pieno / J et

G etto frazionato / S pray

P ortata / F low

Q ( l/min )
G ittata / T hrow range

 ( m )K
DN K   equivalente

K   factor 

Q = K  10P  

Q : ( l/min )

P  : ( MP a )
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